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Addendum No. 5

Dear Contractor:

This addendum is being issued to the contract for CONSTRUCTION ON STATE HIGHWAY IN PLACER
COUNTY AT AND NEAR TAHOE CITY FROM JUNCTION ROUTE 89/28 TO 0.5 MILE NORTH OF ALPINE
MEADOWS ROAD.

Submit bids for this work with the understanding and full consideration of this addendum. The revisions declared
in this addendum are an essential part of the contract.

Bids for this work will be opened on Tuesday, December 17, 2013. The original bid opening date was previously
postponed indefinitely under Addendum No. 4 dated November 26, 2013.

This addendum is being issued to set a new bid opening date as shown herein, revise the project plans, the
Notice to Bidders and Special Provisions, and the Bid book.

Project plan sheets 27, 38, and 64 are replaced and attached for substitution for the like-numbered sheets.
In the Special Provisions, Section 39, "HOT MIX ASPHALT," the following is added after the third paragraph.

"Add to section 39-1.03B:

For the mix design of HMA Type A produced under the Standard construction process, determine the plasticity
index of the aggregate blend under California Test 204. Choose an antistrip treatment and use the corresponding
laboratory procedure for the mix design based on the antistrip treatments shown in the following table:

Antistrip Treatment Laboratory Procedures for Mix Design

Antistrip treatment Laboratory
procedure
Plasticity index from 4 to 10°
Dry hydrated lime with marination LP-6
Lime slurry with marination LP-7
Plasticity index less than 4
Liquid LP-5
Dry hydrated lime without marination LP-6
Dry hydrated lime with marination LP-6
Lime slurry with marination LP-7

? If the plasticity index is greater than 10, do not use that aggregate blend.
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For the mix design of HMA Type A produced under the Standard construction process, determine the tensile
strength ratio under California Test 371 on untreated HMA. If the tensile strength ratio is less than 70:

1. Choose from the antistrip treatments specified based on the plasticity index
2. Test treated HMA under California Test 371
3. Treat to a minimum tensile strength ratio of 70"

In the Bid book, in the "Bid Item List," ltems 16, 21, and 49 are replaced as attached.
To Bid book holders:

In the Bid book, pages 3, 4 and 5 of the "Bid Item List" are replaced as attached. The attached Bid Item List is to
be used in the bid.

Inquiries or questions in regard to this addendum must be communicated as a bidder inquiry and must be made
as noted in the Notice to Bidders section of the Notice to Bidders and Special Provisions.

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the signature
page of the Bid book.

Submit bids in the Bid book you now possess. Holders who have already mailed their book will be contacted to
arrange for the return of their book.

Inform subcontractors and suppliers as necessary.
This addendum and attachments are available for the Contractors' download on the Web site:
http://www.dot.ca.gov/hqlesc/oe/project_ads_addenda/03/03-3F4404

If you are not a Bid book holder, but request a book to bid on this project, you must comply with the requirements
of this letter before submitting your bid.

Sincerely,

P

JODY JONES
District Director



BID ITEM LIST

03-3F4404
Item |Iltem Item Description Unit of Estimated Unit Price Item Total
No. |Code Measure [ Quantity
1 070030 | LEAD COMPLIANCE PLAN LS
LUMP SUM | LUMP SUM
2 120090 | CONSTRUCTION AREA SIGNS LS
LUMP SUM | LUMP SUM
3 120100 | TRAFFIC CONTROL SYSTEM LS
LUMP SUM | LUMP SUM
4 128652 | PORTABLE CHANGEABLE MESSAGE SIGN | LS
(LS) LUMP SUM | LUMP SUM
5 130100 |JOB SITE MANAGEMENT LS
LUMP SUM | LUMP SUM
6 130200 | PREPARE WATER POLLUTION CONTROL |LS
PROGRAM LUMP SUM | LUMP SUM
7 130570 | TEMPORARY COVER SQYD 1,090
8 130620 | TEMPORARY DRAINAGE INLET EA 43
PROTECTION
9 026631 | TEMPORARY CLEAR WATER DIVERSION LS
SYSTEM LUMP SUM | LUMP SUM
10 130640 | TEMPORARY FIBER ROLL LF 740
11 130730 | STREET SWEEPING LS
LUMP SUM | LUMP SUM
12 130900 | TEMPORARY CONCRETE WASHOUT LS
LUMP SUM | LUMP SUM
13 141000 | TEMPORARY FENCE (TYPE ESA) LF 94
14 150809 | REMOVE CULVERT (LF) LF 58
15 152430 | ADJUST INLET EA 26
16 153103 | COLD PLANE ASPHALT CONCRETE SQYD 17,000
PAVEMENT
17 153130 | REMOVE CONCRETE CURB (LF) LF 1,880
18 153215 | REMOVE CONCRETE LF 330
(CURB AND GUTTER)
19 026632 | REMOVE CONCRETE (GUTTER) LF 110
20 160102 | CLEARING AND GRUBBING (LS) LS
LUMP SUM | LUMP SUM
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Item |Item Item Description Unit of Estimated Unit Price Item Total
No. |Code Measure [ Quantity
21 190101 | ROADWAY EXCAVATION CY 340
22 190185 | SHOULDER BACKING TON 4
23 193118 | CONCRETE BACKEFILL CcY 21
F)
24 194001 | DITCH EXCAVATION CcY 21
25 210210 | EROSION CONTROL (DRY SEED) (SQFT) SQFT 4,350
26 210280 | ROLLED EROSION CONTROL PRODUCT SQFT 1,390
(BLANKET)
27 210420 | STRAW SQFT 4,190
28 210600 | COMPOST SQFT 3,790
29 210630 | INCORPORATE MATERIALS SQFT 3,790
30 260203 | CLASS 2 AGGREGATE BASE (CY) CcY 260
31 390132 | HOT MIX ASPHALT (TYPE A) TON 1,950
32 390136 | MINOR HOT MIX ASPHALT TON 280
33 393004 | GEOSYNTHETIC PAVEMENT INTERLAYER | SQYD 200
(PAVING FABRIC)
34 394090 | PLACE HOT MIX ASPHALT SQYD 0.5
(MISCELLANEQUS AREA)
35 397005 | TACK COAT TON 9
36 510502 | MINOR CONCRETE (MINOR STRUCTURE) |CY 64
F)
37 520106 | BAR REINFORCING STEEL LB 2,427
F (EPOXY COATED)
38 620800 | CONCRETE BACKFILL (PIPE TRENCH) CY 319
F)
39 641101 | 12" PLASTIC PIPE LF 310
40 641104 | 15" PLASTIC PIPE LF 2,720
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Item |Item Item Description Unit of Estimated Unit Price Item Total

No. |Code Measure [ Quantity

41 641107 | 18" PLASTIC PIPE LF 170

42 641113 | 24" PLASTIC PIPE LF 58

43 665712 | 12" SLOTTED CORRUGATED STEEL PIPE |LF 400
(.079" THICK)

44 680905 | 8" PERFORATED PLASTIC PIPE LF 150
UNDERDRAIN

45 682022 | CLASS 1 PERMEABLE MATERIAL CY 66

F (BLANKET)

46 700617 | DRAINAGE INLET MARKER EA 77

47 700638 | 36" CORRUGATED STEEL PIPE INLET LF 10
(.079" THICK)

48 703233 | GRATED LINE DRAIN LF 28

49 730020 | MINOR CONCRETE (CURB) (CY) CcYy 140

50 730045 | MINOR CONCRETE (GUTTER) (CY) CcY 32

51 731504 | MINOR CONCRETE (CURB AND GUTTER) | CY 20

52 731507 | MINOR CONCRETE CY 65
(GUTTER DEPRESSION)

53 750001 | MISCELLANEOUS IRON AND STEEL LB 16,658

F)

54 820111 | UNDERDRAIN MARKER EA 1

55 820112 | MARKER (CULVERT) EA 6

56 026633 | 8" THERMOPLASTIC TRAFFIC STRIPE LF 280
(RECESSED)

57 840545 | 4" THERMOPLASTIC TRAFFIC STRIPE LF 55
(RECESSED, BROKEN 36-12)

58 840581 |4" THERMOPLASTIC TRAFFIC STRIPE LF 8,110
(RECESSED)

59 840582 | 4" TWO-COMPONENT PAINT TRAFFIC LF 9,620
STRIPE

60 840661 | TWO-COMPONENT PAINT PAVEMENT SQFT 130

MARKING
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