
BRIDGE DESIGN DETAILS 9-30 • SEPTEMBER 2010 

9-30 DECK JOINTS: 
CAST-IN-PLACE CONCRETE GIRDER 

EOD 
FACE OF EXTERIOR GIRDER 

At Abutment At Hinge 

Skew Under 20 
(Vertical and Sloping Exterior Face) 

6”
 

6”
 

EOD 
FACE OF EXTERIOR GIRDER 

At Abutment At Hinge 

Skew Over 20 
(Vertical Exterior Face Only) 

DECK JOINTS: CAST-IN-PLACE CONCRETE GIRDER 9-30.1 
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A 

A 

B 

B 

EOD 

FACE OF EXTERIOR  
GIRDER AT OVERHANG 

FACE OF 
EXTERIOR 
GIRDER 
AT 
SOFFIT 

6” 6”
 

6”
 

FACE OF 
EXTERIOR 
GIRDER AT 
BEARING 
SEAT 

At Abutment At Hinge 

Skew Over 20 
(Sloping Girder Face)

 6”  6” 

6”6” 

Section A-A Section B-B 

9-30.2 DECK JOINTS: CAST-IN-PLACE CONCRETE GIRDER 
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 GIRDER 

EOD 
Steel Girder Precast Concrete Girder 

CL 

NO SKEW
 

GIRDER 

EOD 
Steel Girder Precast Concrete Girder 

CL 

SKEW UNDER 20°
 

GIRDER 

EOD 
Steel Girder Precast Concrete Girder 

CL 

SKEW OVER 20°
 

DECK JOINTS: CAST-IN-PLACE CONCRETE GIRDER 9-30.3 


