		Chip Seals _Checklist

Field Checklist, Chip Seals
· Weather
· Weather Conditions, no rain predicted for 24 hours
· No Freezing predicted for 24 weeks
· Ambient temperatures (≥55oF)
· Relative humidity (≥60%)
· Surface Preparation
· Surface preparation completed (clean, dry surface; free  of loose material)
· Cracks sealed and patching completed where required
· Materials
· Binder/emulsion meets spec requirements
· Aggregates are clean, free of dust 
· Aggregates/coated chips meet spec requirements
· Sufficient quantity of binder/emulsion for projected coverage
· Sufficient quantity of chips/aggregate on hand to cover projected paving
· Equipment
· Temperature controls on distributor truck meet calibration
· Spray nozzles free of clogs, uniform spray pattern & proper overlap
· Distributor application pressure checked 
· Distributor spread rate verified (CT 339) 
· Binder/emulsion is at specified temperature
· Chip Spreader gate control and setting is checked.
· The scalping screen is in good condition
· Truck hookup hitches are checked
· The haul truck box is clean and free of debris and other material
· The truck hookup hitch is in working order
· Steel wheeled rollers of correct weight on site
· Required number of pneumatic rollers on site
· The roller tire size, rating and pressure comply with manufacturers recommendations
· The tire pressure is same on all tires
· The broom bristles are of proper and same length
· Broom can be adjusted vertically to avoid excess pressure
· All equipment is free of leaks, calibrated and clean
· Traffic Control
· The signs and devices used match the traffic control plan
· The traffic control setup complies with department’s requirements
· Flaggers do not hold traffic for extended periods of time
· The pilot car leads traffic slowly (<25 mph)over fresh seal coats
· Signs are removed or covered when not in use.
· Any unsafe conditions are reported immediately to the Engineer.
